




























































































PLS CONSTRUCTION PROVIDES LONG LIFE FOR BEARINGS AND MOTOR 
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Cooler Bearing Operating Temperatures - Open 
bearing (non-shielded) construction (1) minimizes friction, 
allowing cooler bearing operation. 

Positive lubrication/Relubrication in any Mounting 
Position - Exclusive grease channeling window (2), with 
minimum grease path entry (3), channels grease directly 
into bearing track and avoids premature relief out bore 
or drain plug. 

Minimizes Corrosion - Small clearance on either side of 
grease window uniformly distributes grease to both inboard 
and outboard reservoirs (4) to protect bearing surfaces 
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during motor storage, long idle times and start-up. Bearing 
system is completely greased during motor assembly. 

Restricts Inboard Contaminants - Inner bearing cap (5) 
with anti-churning vanes (6) and close running shaft 
tolerance (7) minimizes contaminant entry into bearings, 
and grease migration into motor. 

Prohibits Overgreasing During lubrication/Relubrica­
tion - Grease relief port (8) accurately indicates comple­
tion of lubrication/ relubrication. (lf port is plugged during 
lubrication, PLS design will relieve grease along the shaft 
(9)). 

REPLACEMENT BEARINGS 

Your maintenance program will not be complete without 
including spare bearings. It must be remembered that the 
bearing is a wearable component and therefore must 
eventually be replaced. To insure that you are able to 
maintain original operation, we recommend the purchase 
of spares directly from Reliance. 
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All bearings used in Reliance motors are subject to exact 
specifications and tests necessary to satisfy performance 
requirements. In this manner, it is possible to duplicate your 
present bearing. Markings on the bearing do not indicate 
complete specifications. 
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PARTS IDENTIFICATION DRAWING 
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PART DESCRIPTION 

FRAME 
STATOR 
ROTOR 
BACKEND BRACKET 
FRONTEND BRACKET 
SHAFT 
BACKEND BALL BEARING 
BACKEND INNER CAP 
FRONTEND BALL BEARING 
FRONTEND INNER CAP 
WAVE WASHER, FRONTEND 
FAN COVER 
OUTER FAN 
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ALTERNATE VIEW 
GREASE DRAIN 

PART DESCRIPTION 

FRONT END BRACKET BOLTS 
FAN COVER BOLTS 
EYEBOLT 
CONDUIT BOX 
FAN CLAMP 
GREASE ENTRY 
CONDENSATION DRAIN 
KEY 
SLINGER 
BACKEND CAP BOLTS 



TOTAL 
SERVICE 
PROGRAMS 

Reliance Electric can provide a wide range of mainten­
ance programs to help you reduce downtime, improve 
productivity and increase profits. Capabilities include: 

• Electrical and Mechanical Start-Up Service 

• Electrical Preventive Maintenance 

• Mechanical Preventive Maintenance 

• Vibration Analysis 

• Mobile Van Repair Service 

• Balancing and Alignment Service 

• Maintenance Schools 

• 24-Hour Technical Support 

• Modernization Service 

For more informa.tion contact your local Reliance Electric 
Sales Office or write: 

Reliance Electric Company 
Technical Services 
24701 Euclid Avenue 
Cleveland, Ohio 44117 

RENEWAL PARTS 
An adequate stock of factory-made renewal parts is an 

integral part of a sound maintenance program to protect 
against costly downtime. 

Parts can be obtained from your nearest Reliance parts 
distributor. or directly from the Reliance factory. When 
ordering parts for which a part number is not available. 
give complete description of part and purchase order 
number, serial number, model number. etc., of the equip­
ment on which the part is used. 

A detailed parts list, which gives Reliance recom­
mendations for spare parts that should be stocked for 
your equipment, can be ordered from: 

1. Nearest Reliance Electric Sales Office 

2. Nearest Reliance Electric Distributor 

3. Reliance Electric Renewal Parts, Cleveland. Ohio 

Be sure to include complete nameplate data- purchase 
order number. serial number. rating, etc. - for your 
equipment when ordering the spare pans list. 
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NEW PARTS GUARANTEE 
New parts sold by the Company are warranted to be of 

the kind and quality contracted for and to be free of defects 
in material and workmanship for a period of one year from 
the date of shipment by the Company. 

If within this period the Company receives from the 
Buyer written notice of any alleged defect in any such part 
and if the part is found not to be in conformity with this war­
ranty (the Buyer having provided the Company a reasonable 
opportunity to perform any appropriate tests thereon) the 
Company will. at its option and expense, either repair the 
same or supply a replacement therefore. 

The Company, under either option, shall have the right to 
require the Buyer to deliver the part for this purpose to a 
designated service center and the Buyer shall pay all 
charges for inbound and outbound transportation and for 
services of any kind, diagnostic or otherwise. excepting 
only the direct and actual cost of repair or replacement as 
provided above. 

., 
The company's liability under this warranty or any otl"- ~!r 

warranty whether expressed or implied in law or fact si'ia1I 
be limited to the repair or replacement of defective material 
and workmanship and in no event shall it be liable for 
consequential or indirect damages. 

ADDITIONAL LITERATURE 
Additional literature covering the maintenance of a-c 

motors can be obtained from the Reliance Electric Services 
Division. Requests should be submitted through your 
nearest Reliance Electric Sales Office. 
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